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Abstract 
Formula 1 (F1) cars are single seated racing cars specialized in speed and agility, weaving through the curved tracks of 
circuits around the world in the Formula 1 World Championship. Today, F1 cars are known for using hybrid power units 
as their primary source of thrust. In the past, this was not the case, and cars simply used internal combustion engines with 
a greater number of cylinders. But the new hybrid power units brought on a much more complex system with additional 
components that work in conjunction with the combustion engine. This brought about the question: did implementing the 
more complex system of hybrid power units over the already effective, 8 cylinder V8 engines that were in place so far 
benefit the sport? 
 
Analyzing the specifications and resultant performance statistics of traditional V8 engines from before 2014 and the 
modern hybrid V6 engines from 2014 onwards has provided invaluable insights into the potential of hybrid technology. 
For this paper, specifications on engine design, such as configuration and dimensions, along with performance data, 
including horsepower, RPM range, acceleration, lap time, and fuel consumption, were collected for comparison. New 
technology combining internal combustion with energy recovery and electrical energy as a means of generating power has 
not only improved overall performance in the long run, but also contributed to the sport’s long term objective of reducing 
its environmental impacts. Despite initial struggles following the new hybrid power unit regulations set by the FIA, the 
newer models outperformed the older ones. In the comparative analysis, the newer model was found to produce around 
260 more horsepower at a maximum RPM 3,000 lower than its predecessor, and consume around 60 kg less fuel per race 
through engine design, positively impacting the sport.1 
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1 [1] Partridge, J. (2024, March 30). How a Formula 1 Internal Combustion Engine Works. F1 Chronicle. 
https://f1chronicle.com/how-a-formula-1-internal-combustion-engine-works/. 
  [2] Azhar, M. R., Uzair, W., & Arafat, Y. (2024, June 24). Formula One is moving towards hybrid engines and renewable fuel. Major 
environmental progress or just “greenwashing”? The Conversation. 
https://theconversation.com/formula-one-is-moving-towards-hybrid-engines-and-renewable-fuel-major-environmental-progress-or-jus
t-greenwashing-232375#:~:text=The%20foremost%20priorities%20of%20hybrid. 
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I. Introduction  
F1 cars are racing cars developed with a goal of achieving maximum speed and agility around the circuits of the yearly 
Formula 1 World Championship, and completing laps in the quickest time possible. At the heart of F1 cars lies the power 
unit, a high performance machine that encompasses some of the most cutting edge technology of motorsport engineering. 
The performance of these power units, being the primary source of power for F1 cars, heavily impacts the car’s lap time 
on the track (Partridge, 2024).  
 
One of the most significant changes in the timeline of the F1 power unit is the introduction of hybrid power units. As the 
name ‘hybrid’ suggests, these power units combine power generation from traditional internal combustion engines with 
power sources that use electrical energy (Partridge, 2024). This drastic change in the fundamental mechanics of power 
units has stirred much discussion within the sport, and calls for an objective comparison of the two systems. 
 
This study will compare these modern hybrid power units with the traditional power units that F1 has employed in the 
past. It is aimed to identify the differences between the two machines, the advantages that the new power unit brought, and 
its subsequent downsides. 
 
II. Background 
Since the beginning of F1 in 1950, F1 technology has been evolving and adapting to the changing regulations over the 
years. Each season, teams have been bringing new advancements in aerodynamics, electronics, and, crucially, power units 
(Williamson, 2022). The competition between the teams is fierce, and any slight improvement in the power unit can make 
a big difference in the races. Therefore it is essential to notice and understand the current trends and regulations in F1 in 
order to compare their power units perceptively.  
 
The F1 power unit has experienced continuous evolution, particularly with the introduction of hybrid technology. 
Traditionally, F1 cars were powered by naturally aspirated engines, which, while powerful, lacked efficiency compared to 
modern hybrid engines. As an effort to resolve this issue, the FIA introduced hybrid power units in 2014, marking a major 
turning point in F1 power units. These new power units combined the traditional internal combustion engines with two 
Energy Recovery Systems (ERS), which converted kinetic and thermal energy into electrical energy. This change was 
motivated by the sport’s commitment to sustainability and the need to reduce the environmental impacts of racing, as seen 
by their goal of achieving net zero carbon status by 2030 (Azhar et al., 2024). 
 
As of 2024, there are four major suppliers who manufacture these hybrid power systems: Mercedes, Ferrari, Renault and 
Honda. Each supplier brings unique and innovative technologies to the table, but are confined to the regulations set by the 
Fédération Internationale de l'Automobile (FIA), the governing body of F1. This ensures that the races are not only safe, 
but also fair and competitive, as it prevents wealthier teams outspending their competitors and gaining an overwhelming 
advantage due to superior technology (Hardy, 2024). Thus, the performances of the power units from different suppliers 
are relatively similar in a given timeframe. This study will be focused on the differences in general performance between 
past and present technology rather than the individual dynamics between the F1 teams. 
 
2.1 Current Power Unit Functionality 
From 2014 onwards, the FIA mandated V6 Internal Combustion Engines (ICE) and the use of an electric motor powered 
by a separate battery. These components comprise the hybrid power unit, combining the traditional ICE with an electrical 
power source (see Figure 1). All F1 teams are required to use this configuration, and it still stands as the power unit 
requirement for 2024 (Mitchell, 2023). 
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Currently, the F1 uses 1.6L turbocharged V6 reciprocating engines for the ICE of the power unit. This means that there are 
six cylinders in the internal combustion mechanism in a ‘V’ shape configuration. The engine must also be paired with a 
turbocharger that compresses large amounts of air coming in from the overhead roll hoop above the driver’s head and 
feeds it into the cylinders. The total displacement of the engine, in other words, the volume of air that the engine uses per 
cycle of combustion, is regulated to 1.6 liters (Partridge, 2024).  
 
The electrical components of the power unit are often underestimated by an audience without technical knowledge, but 
plays a significant role in optimizing the car’s performance and providing extra power. The main electrical components of 
the power unit are the Motor Generator Unit-Kinetic (MGU-K), Motor Generator Unit-Heat (MGU-H), and the Energy 
Store (ES). The ES is a high capacity lithium battery which the MGU-K and MGU-H, collectively referred to as the 
Energy Recovery System (ERS), are responsible for charging (Scarborough, 2020). The MGU-H collects excess heat 
energy from the hot exhaust gasses from combustion and converts it into electrical energy to be stored in the ES. The 
MGU-K is connected to the crankshaft of the ICE, and can act as both a generator and an electric motor. It is similar to a 
manual generator, except the handle can also spin on its own using power from its own battery. When the car is braking 
and rotational forces from the crankshaft are no longer needed (as the goal of the car at that moment is to decelerate), the 
MGU-K deploys and acts as a generator to harvest energy. The resistance from the MGU-K as a generator also helps to 
decelerate the car and take some load off the rear brakes. As an electric motor, the driver can send power from the ES back 
to the MGU-K to help spin the crankshaft and provide extra power for a short duration. This generates up to an additional 
160 horsepower, nearly equivalent to the power of a conventional road car engine, and is often used to overtake other cars 
(DeMattia, 2023). The amount of energy harvested by the MGU-K is limited to 2 MJ, and the amount deployed as a motor 
is limited to 4 MJ. Furthermore, the ES, charged by the ERS, is also responsible for powering the car’s sensors and 
Electronic Control Units (ECUs), which optimize the car’s performance using live data recorded on the fly. This is 
essential for maximizing the car’s physical capabilities on track (Scarborough, 2020).  
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Figure 1. Diagram of a Modern F1 Hybrid Power Unit with Labels Referring to Major Components. 
Note. This particular model of the power unit uses a split turbo design, developed by Mercedes, where the 

turbine wheel and compressor wheel of the turbocharger are separated for improved thermal efficiency and 
packaging, but still geared to spin in conjunction. Source: Motorsport Technology. 

 
III. Methodology 
For this study, a literature review of articles from various sources and an analysis of quantitative data was conducted. This 
review focused on sports-engineering and motorsport related journals to understand the historical context and past 
innovations in F1, and official documents or articles published by F1 for the latest technological breakthroughs. To receive 
accurate numerical data such as lap times and dimensions, race reports or performance metrics disclosed by the FIA were 
considered. Qualities that are most widely used in motor engineering to measure performance were selected, and races 
were selected to include the most diversity in track characteristics. For instance, the Monaco Grand Prix involves tight, 
low speed corners, pushing F1 cars’ braking and accelerating capabilities, while the Italian Grand Prix mostly consists of 
long straights, challenging the cars’ top speeds. The collected quantitative data sets were then organized into a spreadsheet 
to be crafted into tables or plotted on a graph, for visualization and easier comparative analysis. 
 
3.1 Power Unit Comparison Parameters 
The power units from the pre-hybrid era and hybrid era will be compared on the following factors: 

●​ Configuration - information on the layout and specifications of the engine will be drawn from manufacturer 
specifications. 

●​ Horsepower - a widely used measure of power output by an engine or motor. Figures will be drawn from 
previous performance records and technical details released by F1 teams. 

●​ RPM range - the rate at which the engine is spinning. Figures will be drawn from performance data disclosed by 
the FIA and technical details released by F1 teams. 

●​ Time for 0-100 kph and 100-200 kph acceleration - used to compare the acceleration abilities of the power 
units. Figures will be compared using performance data provided by F1 teams. 

●​ Lap time - a practical measure of car performance on track, used to assess the power unit’s performance in race 
situations. Figures will be drawn from historical race data and timing records available to the public. 
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●​ Amount of fuel consumed per distance - used to gauge the overall fuel consumption of the engine, which also 
directly links to greenhouse gas emissions. 

●​ Weight - affects the overall weight of the car that corresponds to the load put on the power unit. The minimum 
weights allowed by the FIA for power units during their respective operational periods will be considered. 

●​ Operational costs - the costs of developing and operating the power unit, used to assess the cost effectiveness of 
power units. The cost caps for power units during their respective operational periods will be considered. 

 
The above These data sets will then be followed by a general discussion of the most significant differences and how they 
have impacted the sport. 
 
IV. Comparison Data 
 

Specifications 
Power Unit Model 

Traditional (2013) Hybrid (2024) 

ICE Configuration 2.4 L naturally aspirated V8 1.6 L turbocharged V6 

Bore diameter (mm) 98 80 

Stroke length (mm) 39.75 53 

Horsepower (hp) ~740 ~1000 

Max RPM 18,000 15,000 

Time for 0-100 kph acceleration (s) 2.5 2.4 

Time for 0-200 kph acceleration (s) 5.1 4.2 

Time for 0-200 kph acceleration (s) 12.0 8.4 

Amount of fuel consumed per race (kg) 160 100 

Minimum weight (kg) 95 150 

Cost cap No cost cap USD $95m 

 
Table 1. Specifications and Statistics of Traditional V8 Engines and Modern Hybrid V6 Power Units 

Sources: Racecar Engineering, The Conversation, The Drive.  
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Grand Prix Location Fastest Lap of Race by Season (min) 

2013 2014 2023 

Italy 1:25.849 1:28.004 1:25.072 

Bahrain 1:36.961 1:37.020 1:33.996 

Monaco 1:16.577 1:18.479 1:15.650 

Great Britain 1:33.401 1:37.176 1:30.275 

Belgium 1:50.756 1:50.511 1:47.305 

 
Table 2. Fastest Lap Times of 5 Different Grands Prix During Different Time Periods 

Note. Grand prix locations were selected to include the most variety in terms of track dynamics,  
to compare lap times from various conditions. Source: Formula 1. 

 
 
 
 

 
Figure 2. Fastest Lap Times of Five Different Grands Prix Races Over Time.  
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